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FZ-M1J Series 

Intel® RealSense™ 3D camera Model 

(Windows 10 (64bit)) 

Common Components for Panasonic PC (x64) 

Installation Procedure 

2018/11/08 

 

This document describes how to install Common Components for Panasonic PC 

(x64) for above models running Windows10. Please read this document carefully 

before install it. 

 

1. CAUTION 

 Log on to Windows as an administrator.  

 Don't use Switch User.  

 Connect the AC adaptor and do not remove it until the installation is 

complete.  

 Disconnect all peripherals. 

 Close all the running applications.  

 

2. Confirm existence of Common Components for Panasonic PC (x64) 

(1) Launch the Control Panel 

<Tablet Mode> Click [(All apps)]-[Windows System]-[Control Panel]. 
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<Tablet Mode> Click [(Start)]-[Windows System]-[Control Panel]. 

(2) Click “Uninstall a program”, and check if the “Common Components for 

Panasonic PC (x64)” exists. 

* If it exists, installation is not needed. 

 

3. Procedure for installation 

3.1  Download the installation program 

(1)  In the same site where you downloaded this document, download the 

installation program. 

pcomn64_v6.00l10_m00_fzm1_2_win10-5_64_d154927.exe 

3.2  Expand the installation program 

(1)  Execute "pcomn64_v6.00l10_m00_fzm1_2_win10-5_64_d154927.exe". 

(2)  If User Account Control Window appears, click [Yes].  

(3)  Read the license agreement carefully, and click [Yes].  

(4)  The screen to specify the destination location appears. The default 

location is "c:/util2/pccomm64". Specify your location and click [OK]. (You 

usually don't need to change the location.)  

3.3  Install Common Components for Panasonic PC (x64) 

(1) In the unpacked location, right click (long tap) “pinstall.bat” and execute it 

by selecting “Run as Administrator”. 

If User Account Control Window appears, click [Yes]. 
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(2) After the command prompt window disappeared, reboot the PC. 

(3) Confirm that the existence of “Common Components for Panasonic PC 

(x64)” by following the above step 2. 

 


